1. EU -TYPE EXAMINATION CERTIFICATE

2. Equipment or Protective systems intended for use in Potentially
Explosive Atmospheres - Directive 2014/34/EU

. EU-Type Examination Certificate No: FM21ATEX0058X

. Equipment or protective system: Pulsar Model R80 Level Transmitter
(Type Reference and Name)

. Name of Applicant: AMETEK Magnetrol USA LLC

. Address of Applicant 705 Enterprise St, Aurora, lllinois 60504, United
States of America

. This equipment or protective system and any acceptable variation thereto is specified in the schedule to this
certificate and documents therein referred to.

. FM Approvals Europe Ltd, notified body number 2809 in accordance with Article 17 of Directive 2014/34/EU
of 26 February 2014, certifies that this equipment has been found to comply with the Essential Health and
Safety Requirements relating to the design and construction of equipment intended for use in potentially
explosive atmospheres given in Annex |l to the Directive.

The examination and test results are recorded in confidential report number:

PR459208 dated 8" December 2021

. Compliance with the Essential Health and Safety Requirements, with the exception of those identified in item
15 of the schedule to this certificate, has been assessed by compliance with the following documents:

EN IEC 60079-0:2018, EN 60079-1:2014, EN 60079-11:2012, EN 60079-26:2015, EN 60079-31:2014,
EN 60529:1991+A1:2000+A2:2013

. If the sign ‘X’ is placed after the certificate number, it indicates that the equipment is subject to specific
conditions of use specified in the schedule to this certificate.

. This EU-Type Examination certificate relates only to the design, examination and tests of the specified
equipment or protective system in accordance to the directive 2014/34/EU. Further requirements of the
Directive apply to the manufacturing process and supply of this equipment or protective system. These are
not covered by this certificate.

. The marking of the equipment or protective system shall include:

@ See Annex

Certificate issued by:

F /J Afpﬁﬁ Fﬁals 25 November 2025

Certification Manager, FM Approvals Europe Ltd. Date
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SCHEDULE V1 Approvals
EU-Type Examination Certificate No. FM21ATEX0058X

13. Description of Equipment or Protective System:

The Pulsar Model R80 is a continuous level transmitter, utilizing the engineering principle of through-air
radar as the basis for operation of the instrument. The Pulsar Model R80 uses a nominal input voltage of
24V/DC and provides an analog 4-20mA signal with HART digital communication. The primary components
are the antenna assembly and the electronics assembly containing all PC Boards.

The Model R80 operates by a Frequency Modulated Continuous Wave radar technology (FMCW) in the
76GHz to 81GHz band with up to 4GHz chirp to perform measurement of the distance from the RF source to
the reflecting surface in a vessel. Intervals of radio frequency (RF) energy are transmitted into a tank,
traveling through the air to the liquid surface. The surface reflects the RF signal causing modulation of the
signal based on the frequency of the RF energy. The reflected signal is received at the same antenna that
transmitted the energy, and the measurement signal is demodulated from the RF energy. The energy is
transmitted and received by an antenna at the top of the tank, so no contact with the process media is
required.

The Pulsar Model R80 is housed in a dual compartment (die-cast aluminum or investment cast 316SS)
enclosure with separate wiring (Wiring Board compartment) and electronics (IS compartment)
compartments. The housing has the capability of rotating atop the antenna, to give the user flexibility in the
visual alignment of the optional display/keypad. The transmitter electronics assembly is removable from the
antenna for repair, replacement, etc., without breaking the process seal on the tank.

The Wiring Board compartment at the top of the transmitter isolates the power/signal conductors from the IS
compartment beneath it by way of a sealed feed-through. For the Ex ia version of the Model R80 both the
Wiring Board compartment and the IS compartment are intended for Intrinsically Safe application. For the Ex
ia/db version the Wiring Compartment is Ex db and provides limited Voltage, Current and Power to the
Electronics Compartment which is Ex ia. In this version there is a flameproof fitting between the
compartments to meet the Ex db rating.

Ratings —
For protection type tb (protection by enclosure) the ambient temperature range is -15°C to +70°C.
For all other protection types, the ambient temperature range is -40°C to +70°C

The R80 is rated for an ingress protection of IP67
Electrical data:

Intrinsic Safety Applications:

The R80 is powered by an intrinsically safe barrier with the following energy limitation parameters:

Uj = 28.6Vdc, | = 140 mA, P,= 1 W, C; = 4.4 nF, L; = 2.7uH

All other protection types:

The R80 is powered by a safety extra-low voltage (SELV) supply with a maximum voltage of U, < 36Vdc

See Annex for model codes
. Specific Conditions of Use:

See Annex

THIS CERTIFICATE MAY ONLY BE REPRODUCED IN ITS ENTIRETY AND WITHOUT
CHANGE
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SCHEDULE V1 Approvals
EU-Type Examination Certificate No. FM21ATEX0058X

15. Essential Health and Safety Requirements:

The relevant EHSRs that have not been addressed by the standards listed in this certificate have been
identified and assessed in the confidential report identified in item 8.

. Test and Assessment Procedure and Conditions:

This EU-Type Examination Certificate is the result of testing of a sample of the product submitted, in
accordance with the provisions of the relevant specific standard(s), and assessment of supporting
documentation. It does not imply an assessment of the whole production.

Whilst this certificate may be used in support of a manufacturer’s claim for CE Marking, FM Approvals
Europe Ltd accepts no responsibility for the compliance of the equipment against all applicable Directives in
all applications.

This Certificate has been issued in accordance with FM Approvals Europe Ltd’'s ATEX Certification Scheme.
. Schedule Drawings

A list of the significant parts of the technical documentation is annexed to this certificate and a copy has
been kept by the Notified Body.

. Certificate History

Details of the supplements to this certificate are described below:

Date Description

9 December 2021 | Original Issue.

19 April 2024 Supplement 1:
Report Reference: RR240785 dated 15" April 2024
Description of Changes:
1. New document added to CDL for R80 Kit
2. Misc. document and component updates not impacting safety or compliance

6 September 2024 | Supplement 2:
Report Reference: RR242633 dated ! September 2024.
Description of the Change(s): Minor Drawing revision not affecting the safety of the
project.

25 November 2025 | Supplement 3:
Report Reference: PR473535 dated 25 November 2025.
Description of the Change(s): Addition of R80 Solid Level Transmitter

THIS CERTIFICATE MAY ONLY BE REPRODUCED IN ITS ENTIRETY AND WITHOUT
CHANGE
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SCHEDULE V1 Approvals
EU-Type Examination Certificate No. FM21ATEX0058X

ANNEX

PULSAR R80-5abc-1ef 80 GHz Radar Level Transmitter, PULSAR Rab-cdef-ghi-
00-000 80 GHz Radar Antenna

Markings:

@ II'1 G ExiallC T100°C Ga Ta = -40°C to +70°C

Description of Equipment:

PULSAR R80-5abc-1ef 80 GHz Radar Level Transmitter
PULSAR Rab-cdef-ghi-00-000 80 GHz Radar Antenna
Energy Limitation Parameters:

Ui = 28.8V, li = 140mA, Pi = 1W, Ci = 4.4nF, Li = 2.7uH

PULSAR R80-5abc-1ef 80 GHz Radar Level Transmitter
Signal Output = 1
Safety Options = 1
Accessories/Mounting = 0 or A,
Housing = 1 or 2

Conduit Connection=0,1,20r 3

PULSAR Rab-cdef-ghi-00-000 80 GHz Radar Antenna

a | Measurement System =C or D

b | Configuration Style =0, 1,2 0r 3

cd | Process Connection Type & Size
11 | %" NPT 31 1% " NPT

ASME Flanges EN (DIN) Flanges
43 | 2" 150# ASME raised face flange DA | DN 50, PN 16 EN 1092-1 Type A
44 | 2" 300# ASME raised face flange DB | DN 50, PN 25/40 EN 1092-1 Type A
45 | 2" 600# ASME raised face flange DD | DN 50, PN 63 EN 1092-1 Type B2
53 | 3" 150# ASME raised face flange DW | DN 50, PN 16 EN 1092-1 Type B1
THIS CERTIFICATE MAY ONLY BE REPRODUCED IN ITS ENTIRETY AND WITHOUT

CHANGE
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SCHEDULE V1 Approvals
EU-Type Examination Certificate No. FM21ATEX0058X

3" 300# ASME raised face flange DZ | DN 50, PN 25/40 EN 1092-1 Type B1
3" 600# ASME raised face flange EA | DN 80, PN 16 EN 1092-1 Type A
4” 150# ASME raised face flange EB | DN 80, PN 25/40 EN 1092-1 Type A
4” 300# ASME raised face flange ED | DN 80, PN 63 EN 1092-1 Type B2
4” 600# ASME raised face flange EW | DN 80, PN 16 EN 1092-1 Type B1
EZ | DN 80, PN 25/40 EN 1092-1 Type B1
FA | DN 100, PN16 EN 1092-1 Type A
FB | DN 100, PN 25/40 EN 1092-1 Type A
FD | DN 100, PN 63 EN 1092-1 Type B2
FW | DN 100, PN 16 EN 1092-1 Type B1
FZ | DN 100, PN 25/40 EN 1092-1 Type B1
Construction Codes =0, K, L, Mor N
Flange Options = 0 or 1
Materials of Construction — Wetted Surfaces = A, 1,2, 3 or 4
Telecommunications Options =0, 1 or 2

O-ring Material/Seal Options =0, 2, 8, Aor N

Specific Conditions of Use:

1. The enclosure contains aluminium and is considered to present a potential risk of ignition by impact or friction.
Care must be taken during installation and use to prevent impact or friction.

2. To maintain the T4...T3 temperature code care shall be taken to ensure the enclosure temperature does not
exceed 70°C.

3. For Installation with ambient temperature of >60°C, refer to the manufacturer’s instructions for guidance on
proper selection of conductors.

4. The risk of electrostatic discharge shall be minimized at installation, following the direction given in the instruction
manual.

5. Temperature class for the process temperature ranges is defined by the following table

Process Temperature Range Temperature Code
From 0°C to +130°C T4

From 130°C to +195°C T3

THIS CERTIFICATE MAY ONLY BE REPRODUCED IN ITS ENTIRETY AND WITHOUT
CHANGE
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SCHEDULE V1 Approvals
EU-Type Examination Certificate No. FM21ATEX0058X

PULSAR R80-5abc-3ef 80 GHz Radar Level Transmitter, PULSAR Rab-cdef-ghi-
00-000 80 GHz Radar Antenna

Markings:

I 1/2 G Ex ia/db 1IB+H2 T4...T3 Ga/Gb Ta = -40°C to +70°C
112G ExdbiallB+H2 T4...T3 Gb Ta =-40°C to +70°C

Description of Equipment:

PULSAR R80-5abc-3ef 80 GHz Radar Level Transmitter
PULSAR Rab-cdef-ghi-00-000 80 GHz Radar Antenna

PULSAR R80-5abc-3ef 80 GHz Radar Level Transmitter
Signal Output = 1
Safety Options = 1
Accessories/Mounting = 0 or A.
Housing =1 or 2

Conduit Connection=0, 1,2 or 3

PULSAR Rab-cdef-ghi-00-000 80 GHz Radar Antenna

a Measurement System = C or D

b Configuration Style =0, 1,2 or 3

cd | Process Connection Type & Size
11 | %" NPT 31 1% 7" NPT

ASME Flanges EN (DIN) Flanges
43 | 2" 150# ASME raised face flange DA | DN 50, PN 16 EN 1092-1 Type A
44 | 2" 300# ASME raised face flange DB DN 50, PN 25/40 EN 1092-1 Type A
45 | 2" 600# ASME raised face flange DD DN 50, PN 63 EN 1092-1 Type B2
53 | 3" 150# ASME raised face flange DW | DN 50, PN 16 EN 1092-1 Type B1
54 | 3" 300# ASME raised face flange DZ | DN 50, PN 25/40 EN 1092-1 Type B1
55 | 3" 600# ASME raised face flange EA | DN 80, PN 16 EN 1092-1 Type A

63 | 4” 150# ASME raised face flange EB DN 80, PN 25/40 EN 1092-1 Type A

THIS CERTIFICATE MAY ONLY BE REPRODUCED IN ITS ENTIRETY AND WITHOUT
CHANGE
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SCHEDULE V1 Approvals
EU-Type Examination Certificate No. FM21ATEX0058X

64 | 4" 300# ASME raised face flange ED |DN 80, PN 63 EN 1092-1 Type B2

65 | 4" 600# ASME raised face flange EW |DN 80, PN 16 EN 1092-1 Type B1
EZ DN 80, PN 25/40 EN 1092-1 Type B1
FA DN 100, PN16 EN 1092-1 Type A
FB DN 100, PN 25/40 EN 1092-1 Type A
FD |DN 100, PN 63 EN 1092-1 Type B2
FW |DN 100, PN 16 EN 1092-1 Type B1
FZ |DN 100, PN 25/40 EN 1092-1 Type B1

Construction Codes =0, K, L, Mor N

Flange Options =0 or 1

Materials of Construction — Wetted Surfaces = A, 1,2, 3 or 4

Telecommunications Options = 0, 1 or 2

i | O-ring Material/Seal Options =0, 2, 8, Aor N

Specific Conditions of Use:

1. The enclosure contains aluminium and is considered to present a potential risk of ignition by impact or friction.
Care must be taken during installation and use to prevent impact or friction.

2. The transmitter shall be connected to a safety extra low-voltage circuit (SELV) with Um < 36V

3. To maintain the T4...T3 temperature code care shall be taken to ensure the enclosure temperature does not
exceed 70°C.

4. For Installation with ambient temperature of >60°C, refer to the manufacturer’s instructions for guidance on
proper selection of conductors.

5. The risk of electrostatic discharge shall be minimized at installation, following the direction given in the instruction
manual.

6. The Pulsar R80 includes flamepath joints, consult the manufacturer if repair of the flamepath joints is necessary.
7. Temperature class for the process temperature ranges is defined by the following table:

Process Temperature Range Temperature Code
From 0°C to +130°C T4

From 130°C to +195°C T3

THIS CERTIFICATE MAY ONLY BE REPRODUCED IN ITS ENTIRETY AND WITHOUT
CHANGE
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SCHEDULE V1 Approvals
EU-Type Examination Certificate No. FM21ATEX0058X

PULSAR R80-5abc-Def 80 GHz Radar Level Transmitter, PULSAR Rab-cdef-ghi-
00-000 80 GHz Radar Antenna

Markings:

@ 12D ExiatblIC T100°C Db Ta = -15°C to +70°C

Description of Equipment:

PULSAR R80-5abc-Def 80 GHz Radar Level Transmitter
PULSAR Rab-cdef-ghi-00-000 80 GHz Radar Antenna

PULSAR R80-5abc-Def 80 GHz Radar Level Transmitter
Signal Output = 1
Safety Options = 1
Accessories/Mounting = 0 or A.
Housing =1 or 2

Conduit Connection=0, 1,2 or 3

PULSAR Rab-cdef-ghi-00-000 80 GHz Radar Antenna

a Measurement System = C or D
b Configuration Style =0, 1,2 or 3
cd | Process Connection Type & Size
11 | %" NPT 31 1% 7" NPT
ASME Flanges EN (DIN) Flanges
43 | 2" 150# ASME raised face flange DA | DN 50, PN 16 EN 1092-1 Type A

44 | 2" 300# ASME raised face flange DB DN 50, PN 25/40 EN 1092-1 Type A

45 | 2" 600# ASME raised face flange DD DN 50, PN 63 EN 1092-1 Type B2

53 | 3" 150# ASME raised face flange DW | DN 50, PN 16 EN 1092-1 Type B1
54 | 3" 300# ASME raised face flange DZ |DN 50, PN 25/40 EN 1092-1 Type B1

55 | 3" 600# ASME raised face flange EA | DN 80, PN 16 EN 1092-1 Type A
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SCHEDULE V1 Approvals
EU-Type Examination Certificate No. FM21ATEX0058X

63 | 4" 150# ASME raised face flange EB | DN 80, PN 25/40 EN 1092-1 Type A

64 | 4” 300# ASME raised face flange ED | DN 80, PN 63 EN 1092-1 Type B2

65 | 4" 600# ASME raised face flange EW | DN 80, PN 16 EN 1092-1 Type B1
EZ DN 80, PN 25/40 EN 1092-1 Type B1
FA DN 100, PN16 EN 1092-1 Type A
FB | DN 100, PN 25/40 EN 1092-1 Type A
FD | DN 100, PN 63 EN 1092-1 Type B2
FW | DN 100, PN 16 EN 1092-1 Type B1
FZ DN 100, PN 25/40 EN 1092-1 Type B1

Construction Codes =0, K, L, Mor N

Flange Options =0 or 1

Materials of Construction — Wetted Surfaces = A, 1, 2, 3 or 4

Telecommunications Options =0, 1 or 2

i | O-ring Material/Seal Options =0, 2, 8, Aor N

Specific Conditions of Use:

1. The enclosure contains aluminium and is considered to present a potential risk of ignition by impact or friction.
Care must be taken during installation and use to prevent impact or friction.

2. To maintain the T4...T3 temperature code care shall be taken to ensure the enclosure temperature does not
exceed 70°C.

3. For Installation with ambient temperature of >60°C, refer to the manufacturer’s instructions for guidance on
proper selection of conductors.

4. The risk of electrostatic discharge shall be minimized at installation, following the direction given in the instruction
manual.

5. Temperature class for the process temperature ranges is defined by the following table

Process Temperature Range Temperature Code
From 0°C to +130°C T4

From 130°C to +195°C T3
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PR473535

Blueprint Report

AMETEK Magnetrol USA LLC 1000000020
Class No. 3610

Original Project 1.D. 459208

Certificate 1.D. FM21ATEX0058X

Drawing No. Revision Level Drawing Title Last Report
005-8087 A Model R80 Nameplates PR459208
030-9816 C Wiring Board HART "IS" R80 RR240785
036-4413 Q XP Cover with window assembly RR240785
094-6097 C R80 80GHz RF Board RR240785
094-9813 F Model R80, 80GHz Radar Analog PC Board RR240785
094-9815 D Model R80, 80GHz Radar HART Digital PC Board PR459208
094-9816 A Pulsar Model R80 Wiring PC Board PR459208
094-9817 B Pulsar Model R80 Galvanic Wiring PC Board RR240785
099-5082 A System Drawing Pulsar R80 Transmitter PR459208
Agency Drawing Model R80, Enhanced Radar, 80GHZ
099-6580 K Version PR473535
099-6593 A Model R80 Kit RR240785

Pulsar R80 Radar - Installation and Operating Manual
58-604 3 for Pulsar Model R80 with HART output PR473535



